
Paradigm Software Setup for 
 Fraction Collector Tick Marks 

1.  Wire the Fraction Collector, UV Detector, and Paradigm MS4 as follows: 
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2.  Configure the “Mark Events” located on the right-hand side of the Event/Trigger Tab in 
the Paradigm Method Editor: 

Mark Events 

*Event “1” 

**Event “2” 

F/C Start  
Collection Time 

F/C Delay 
(Offsets tick 
mark display by 
the amount of 
delay time from 
UV to F/C) 

Click “Apply” 
when done to 
apply settings 

*Event “1” = Programmable Event from Output 2 on Fraction Collector = Peak Start 

**Event “2” = Fixed Event from Output 1 on Fraction Collector = Advance (or Peak End) 
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3.  Add an event to your Paradigm method to send a start signal to the Fraction Collector at 
            the beginning of the method: 

 Sends a “Start” 
signal to the F/C 
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4.  Configure the UV Display Settings to “Show Events” and Select a color for each event: 

Put a check mark 
here to display the 
F/C tick marks  Select a color  

For Event 2 

 Select a color 
for Event 1 

*Event “1” = Programmable Event from Output 2 on Fraction Collector = Peak Start 

**Event “2” = Fixed Event from Output 1 on Fraction Collector = Advance (or Peak End) 
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5.  Configure the F/C to collect by the desired mode (By Time or By Peak).  See examples 
            below: 

Collection by 
Peak 

Collection by 
Time 

Event “1” = Green = Peak 

Event “2” = Red = Peak End 

Event “2” = Red = Advance 


